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IWAI/KOL/8/MISC/2023-24 Date:-28-10-2023

NOTICE FOR INVITING QUOTATION

Sealed quotations are invited from reputed and experienced contractors for
the work of “Construction of temporary store room at roof top and repair &
renovation of miscellaneous works under the premises of IWAI, Kolkata.” as
per the annexure enclosed herewith on the following terms and conditions.

TERMS & CONDITIONS

1. The price may be quoted including all the costs such as labour, taxes,
materials, transportation etc except GST which shall be reimbursed
only after submission of proof of its remittance.

2. The work shall be completed at, RO, IWAI, Kolkata within 15(Fifteen)
days from the date of receipt of the work order as per direction of E.I.C
and his representative.

3. 90% payment shall be released by RTGS within 15 days from the date
of submission of bill and duly certification of the bill by the officer
concerned after deduction of the statutory dues if any. Balance 10%
will be released after completion of guarantee obligation period of 6
month on duly certification of the officer concerned.

4. In case of delay in completion of works, liquidated damage @1.5% per
month computed on daily basis subject to a maximum of 10% will be
charged.

S. The firm should also require submitting self certified copy of PAN
Card, Registration certificate, GST, and credential certificate etc.

The sealed quotations should be reach to IWAI, Kolkata office latest by on or
before 01-11-2023 at 1100 hrs, The sealed bids will be opened on same at

1130 hrs. B
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Bill of Quantity (BoQ)

Name of Work: Construction of temporary store room at roof top and repair & renovation of miscellanous works

under the premises of IWAI, Kolkata.

Sl. No.

Description of item

Unit

Qty.

Rate
(In Rs.)

Amount
(In Rs.)

1

Ground floor store renovation near by the stairs

1.01

Dismantling doors, windows and clerestory windows (steel
or wood) shutter including chowkhats, architrave,
holdfasts etc. complete and stacking within 50 metres lead
:Of area beyond 3 sq. metres all complete as per
specification & direction of EIC.

each

1.00

1.02

Taking out doors shutters (wood) including stacking within
50 metres lead Of area 3 sq. metres and below all complete
as per specification & direction of EIC.

each

1.00

1.03

Brick work with common burnt clay F.P.S. (non modular)
bricks of class designation 7.5 in superstructure above
plinth level up to floor V level in all shapes and sizes in
:Cement mortar 1:6 (1 cement : 6 coarse sand) all complete
as per specification & direction of EIC.

cum

1.09

1.04

Reinforced cement concrete work in slabs over drain & for
kitchen sink slab above plinth level up to floor five level
excluding the cost of centering, shuttering, finishing and
reinforcement, with 1:1.5:3 (1 cement : 1.5 coarse sand3
graded stone aggregate 20 mm nominal size derived from
natural sources)

cum

0.30

1.05

Providing steel reinforcement in RCC all complete as per
specification & direction of EIC,

kg

17.66

1.06

Providing centring & shuttering all complete

sqm

5.67

1.07

Providing and fixing 18 mm thick gang saw cut, mirror
polished, premoulded and prepolished, machine cut for
kitchen platforms, vanity counters, window sills, facias
and similar locations of required size, approved shade,
colour and texture laid over 20 mm thick base cement
mortar 1:4 (1 cement : 4 coarse sand), joints treated with
white cement, mixed with matching pigment, epoxy touch
ups, including rubbing, curing, moulding and polishing to
edges to give high gloss finish etc. complete at all levels

sqm

1.50

1.08

Providing and fixing Stainless Steel A ISI 304 (18/8)
kitchen sink as per [S:13983 with C.I. brackets and
stainless steel plug 40 mm, including painting of fittings
and brackets, cutting and making good the walls wherever
required Kitchen sink with drain board of size 510x1040
mm bowl depth 250 mm all complete

each

1.00




Sl. No.

Description of item

Unit

Qty.

Rate
(In Rs.)

Amount
(In Rs.)

1.09

Providing and fixing 35 mm thick factory made laminated
veneer lumber door shutter conforming to IS : 14616 and
TADS 15:2001 (Part B), fixing with butt hinges of required
size with necessary screws, all complete as per directions
of Engineer- in-charge and panelling with panels of 12 mm
thick plain grade -1, medium density flat pressed three
layer particle board FPT - I or graded wood particle board
FPT- I, IS : 3087 marked, bonded with BWP type synthetic
resin adhesive as per IS : 848

sqm

1.89

Supplying, fitting & fixing 200mm MS flat of 12mm wall
thickness for top support of the sliding door at ground
floor near by store room.

kg

58.40

Providing and fixing glazing in aluminium sliding door, etc.
with EPDM rubber / neoprene gasket etc. complete as per
the architectural drawings and the directions of engineer-
in-charge . With float glass panes of 8 mm thickness
(weight not less than 20kg/sqm)

sqm

5.67

Construction of teporary store room at roof top of the
office building

2.01

Brick work with common burnt clay machine moulded
perforated bricks of class designation 12.5 conforming to
IS: 2222 in superstructure above plinth level up to floor
five level in cement mortar 1:6 (1 cement : 6 coarse sand)
all complete as per specification & direction of EIC

cum

2.72

2.02

Providing 12 mm thick cement plaster of mix 1:6 (1
cement: 6 fine sand) in faced wall all complete as per
specification & direction of EIC

sqm

23.93

2.03

Providing 15 mm thick cement plaster of mix 1:6 (1
cement: 6 fine sand) in unfaced wall all complete as per
specification & direction of EIC

sqm

21.77

2.04

Providing and fixing glazing in aluminium door, window,
ventilator shutters and partitions etc. with EPDM rubber /
neoprene gasket etc. complete as per the architectural
drawings and the directions of engineer-in-charge

sqm

32.10

2.05

Finishing walls with water proofing cement paint of]
required shade New work (Two or more coats applied @
3.84 kg/10 sqm) all complete as per specification &
direction of EIC

sqm

#H##H

2.06

Supplying, fitting & pasting wall paper on required shade
in celing & wall all complete as per specification &
direction of EIC.

sqm

59.04

Total




